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ABSTRACT Collaborative beamforming (CBF) is a promising technique aimed at improving energy
efficiency of communication in wireless sensor networks (WSNs) which has attracted considerable attention
in the research community recently. It is based on a fact that beampattern with stable mainlobe can be formed,
if multiple sensors synchronize their oscillators and jointly transmit a common message signal. In this paper,
we consider application of CBF with one bit of feedback in different communication scenarios and analyze
the impact of constraints imposed by simple sensor node hardware, on the resulting signal strength. First,
we present a CBF scheme capable of reducing interference levels in the nearby WSN clusters by employing
joint feedback frommultiple base stations that surround theWSNof interest. Then, we present a collaborative
power allocation and sensor selection algorithm, capable of achieving beamforming gains with transmitters
that are not able to adjust their oscillators’ signal phase. The performance of the algorithms is assessed by
means of achieved beamforming gain which is given as a function of algorithm iterations. The presented
results, which are based on numerical simulations and mathematical analysis, are compared with the ideal
case without constraints and with negligible noise at the Base Station (BS).
INDEX TERMS Collaborative beamforming, collaborative communication, wireless sensor network.
I. INTRODUCTION
Recently, wireless sensor networks (WSN), which are seen as
one of the main pillars of the future Internet of Things (IoT),
have attracted considerable interest in the research commu-
nity. WSNs, which are formed by multiple sensor nodes,
are capable of measuring different phenomena in their sur-
roundings and sending their observations to a remote Base
Station (BS), where the measurements are analyzed. Typi-
cal applications of WSNs include: smart homes [1], health
care [2], environment monitoring [3], battlefield control [4],
and many others. With potentially large WSNs consisting of
many sensor nodes, which are often deployed across large
remote areas, energy consumption becomes one of the main
The associate editor coordinating the review of this manuscript and
approving it for publication was Hongwei Du.
barriers in their wider usage. This constraint becomes even
more severe, since often, frequent battery replacement is very
costly and in some cases even not feasible. For simple low-
cost sensor nodes, which have constrained computational
capabilities, wireless data transmission to the remote BS
consumes most of the available energy. One approach to the
optimal usage of the available energy for the wireless com-
munication link would be to use a transmitter with multiple
antennas and direct most of the irradiated energy towards the
BS. This, however would require more costly sensor nodes
with more processing power and complex RF chain, which
often is not feasible.
Another possibility is to harness a large number of
deployed sensor nodes and resort to a so-called virtual
antenna array. This approach, known as collaborative beam-
forming (CBF), has drawn significant interest among the
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researchers over the past decade. In this setting, sensor nodes
share a common message1 which is then collaboratively
transmitted to a distant BS. CBF is capable of improving the
network lifetime by consuming available energy in a more
efficient manner. In addition, it also ensures stable commu-
nication link in scenarios where multi-hop communication
schemes are not feasible due to terrain and network topology
constraints.
Similarly to centralized antenna arrays, collaborative
beamforming results in an increase of the received Signal
to Noise Ratio (SNR). If transmit power is fixed at each
distributed antenna, CBF with a WSN consisting of N sensor
nodes provides the gain in received power of N 2. In other
words, reduction of transmitted power can be achieved on the
order of 1/N 2, if the received power level is fixed.
Because of distributed and random nature of wireless
sensor networks, the initial work in this area focused on
beampattern properties for different sensor node location
probability density functions. Ochiai et al. [5] have analyzed
the distribution of the average beampattern, for uniform dis-
tribution of sensor nodes. Similarly, in [6], the authors assume
a Gaussian distribution of sensor nodes in a circle, and derive
a closed-form solution for an average beampattern in such
scenario. Both papers assume that the sensor nodes can be
perfectly synchronized. Also, a method to evaluate average
far-field beampattern properties for arbitrary distribution of
sensor nodes is presented in [7]. In the aforementionedworks,
the authors concluded that for large number of sensor nodes
N , the mainlobe of the beampattern becomes narrower by
increasing the normalized (by wavelength λ) WSN radius R.
Besides, it was shown that the WSN with sensor nodes
distributed according to Uniform distribution have narrower
mainlobe compared to nodes distributed with Gaussian dis-
tribution. Nevertheless, uniform distribution leads to side-
lobes which follow Bessel function, whereas the Gaussian
distributed network on average leads to beampattern where
sidelobes slowly decreases, as it was shown in [6].
CBF approach, however requires a number of challenges
to be solved. Namely, sensor nodes do not share a common
oscillator, meaning that their frequencies and phases need to
be well synchronized so that their signals form a coherent
sum at the BS, which is not a trivial task. In particular, energy
consumption of any synchronization scheme shall be as low
as possible, in order not to diminish gains achieved by CBF
transmission. Besides, limited computing capabilities and RF
chain complexity pose additional constraints on the feasibility
of distributed carrier synchronization schemes.
Existing research, which focused on carrier synchroniza-
tion inWSNs can be divided into two groups: closed-loop and
open-loop schemes. In this paper, we focus on closed-loop
methods where the synchronization is achieved by periodic
feedback from the distant BS. A distributed algorithm, which
forms the basis of the schemes presented in this paper is
1A common message can be simply broadcasted by a given sensor node
to neighboring nodes in the WSN cluster.
described in [8], where the authors proposed a carrier phase
synchronization technique that requires a feedback of only
one bit per algorithm iteration. The one-bit-of-feedback phase
synchronization algorithm requires that the sensor nodes add
randomly chosen phase perturbation to the carrier signals
during each iteration. The remote BS then estimates the
received signal strength (RSS) and compares it with the RSS
which was estimated during the previous algorithm iteration.
Once the comparison is made, the result is transmitted to all
the sensor nodes in the WSN, which based on the received
feedback either keep or reject the last perturbation of their
carrier phase. The aforementioned scheme is repeated until
the measured RSS at the BS hits the previously configured
level.
The performance of the algorithm proposed in [8] is further
enhanced in [9] by considering an additional bit of feedback
in the scheme called random 2 bits feedback. With that
scheme, sensor nodes get an enriched feedback regarding the
RSS increments, which allows them to better adapt the distri-
bution range of their perturbations according to the received
feedback. In the work of Mudumbai et al. [8], the assumption
is that the measurement noise is negligible, which results
in the perfect estimation of received signal strength at the
remote BS. Having this assumption in mind, in [8] it was
proven that the distributed one-bit-of-feedback scheme con-
verges to full synchronization of carrier phases at the BS,
where the convergence time grows linearly with the network
size N . The phase synchronization scheme presented in [8] is
improved in [10], to enable simultaneous synchronization of
carrier phase and frequency. Moreover, the one bit feedback
algorithm is enhanced in [11] by including the optimization
of the size of phase perturbation, and in [12] where the
proposed scheme employs the negative feedback from the BS
rather than directly rejecting the phase perturbation. Besides,
a possibility to perform simultaneous phase synchronization
and data transmission was investigated in [13].
Further improvement of the algorithm can be achieved
by considering signed perturbation, as has been shown
in [14] and [15]. This approach is further enhanced in [16],
where the authors propose an algorithm with perturbation at
all nodes continuing in the same direction until the destination
BS sends a negative feedback. The authors in [17], propose
an algorithm capable of improving the convergence speed
of the phase alignment, by employing directional search and
perturbation theory. Their work is further extended in [18]
where the authors improve the aforementioned approach and
obtain the optimal step size so that an appropriate trade-
off between maximum speed of convergence and minimum
convergence error can be achieved.
In [19], the authors consider a scenario where sensor
nodes are divided into two groups where one group forms
a beam towards the BS of interest, while the other group
forms interference aimed at obfuscating the eavesdropping
BS. The algorithm they propose is based on the algorithm
of [8] and employ two bits of feedback per algorithm
iteration with the assumption of no knowledge regarding
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the positions of potential eavesdropping BS. In work of
Navarro-Camba et al. [20], the authors present one possi-
ble implementation of CBF. In their work, they propose an
algorithm that assumes random retransmissions of the sensor
node by introducing synchronization errors coming from the
non perfect real sensor nodes available commercially. After a
number of transmission repetitions, they show that the algo-
rithm results in a coherent sum of the signals at the direction
of main BS.
A deterministic phase perturbation algorithm is proposed
in [9], where all nodes have a previously defined set of K
phase perturbations and try all possible combinations with the
aim of improving the RSS level over iterations. Based on the
previous algorithm, in [21], the authors propose a closed-loop
phase synchronization algorithm which employs quantized
feedback from the BS. This scheme assumes that each node
transmits independently only once during the phase syn-
chronization interval. The destination BS receiver estimates
the phase offsets for each received signal and provides the
feedback to that particular node, indicating it to retain the
previously defined set of phases for CBF. Practical consider-
ations in implementation of CBF schemes on commercially
available sensor nodes with related constraints have been
analyzed in [22]. A method for collaborative beamforming,
which is based on the observation that collaborative trans-
mission with carriers not perfectly aligned at the BS can
still provide notable beamforming gain, is presented in [23].
This observation enables the authors to design a beamforming
scheme which selects a subset of all available sensor nodes in
a WSN whose transmitted carrier signals align only partially
at the remote BS.
A. CONTRIBUTIONS
In this paper, we present two extensions of CBF with one bit
of feedback algorithm proposed by Mudumbai et al. [8] in
different communication scenarios, with constraints imposed
by simple sensor node hardware, and analyze their impact on
the resulting signal strength:
1) Collaborative beamforming with sidelobe control
(CBF-SC) in a scenario where multiple BSs are sur-
rounding the WSN of interest, which was originally
presented in [24]. This work is further extended here,
by developing the proof of optimality of the proposed
distributed synchronization scheme. The algorithm is
designed so that the level of RSS at the main BS is
maximizedwhile simultaneously the interference to the
remaining BSs is kept below some threshold.
2) CBF with distributed power allocation, suitable for
simpler sensor nodes that employ amplitude modula-
tion (AM) schemes, which was originally proposed
in [25]. Furthermore, in this paper, we extend the anal-
ysis and present the algorithm’s behavior when noise
cannot be neglected and investigate the impact of per-
turbation size on the algorithm’s performance.
B. ORGANIZATION
The paper is organized as follows. In Section II, we present
the general system model and problem statement for CBF
in WSN. Then, in Section III, we revisit the one-bit of
feedback algorithm for distributed carrier synchronization
and introduce the problem of CBF with sidelobe control.
Next, in Section IV, we propose collaborative beamforming
scheme with distributed power allocation for sensors nodes
not capable of changing the oscillator signal phase. Numer-
ical simulation results for the aforementioned schemes are
presented in Section V. Finally, Section VI concludes the
paper by summarizing the main results and conclusions.
II. SYSTEM MODEL AND PROBLEM STATEMENT
In this paper, we focus on the scenario with a WSN which
consists of N sensor nodes, deployed in a random manner
over a disk of radius R in the XY plane, according to a
uniform distribution, as it is shown in Figure 1. The WSN
is surrounded by K BSs, which are placed in directions A =
{α1, α2, . . . , αK } and at distances D = {D1,D2, . . . ,DK }.
In addition, it is assumed that BSs are located far away and
outside the coverage of each sensor node. The aim is to
send a common message signal m(t) to the BS1 (denoted as
main BS) in a collaborative manner, and possibly keep the
interference level at the remaining unintended K − 1 BSs
below the previously assigned threshold.
FIGURE 1. WSN cluster surrounded by multiple base stations.
To be able to optimally use the energy stored in a battery,
the wireless sensor nodes remain for longer periods of time
in the sleepmode, with negligible energy consumption.When
new data needs to be collected, the BS1 transmits an RF signal
that activates the carrier detectors at the sensor nodes and
wakes them up from the sleep mode (see [26]). For simplicity,
in this paper, we assume that the sensor nodes have previously





Consequently, the baseband signal which is generated by
sensor node i equals:
si(t) = g∗i m(t) e
j(2π fct+γi), (1)
where gi = biejθi stands for the corresponding transmit
weight, whichwill be designed during the training stage of the
algorithm. Furthermore, we assume that the frequency drift
of the oscillators is very low, so that after they are waked
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from the sleep mode, carrier frequency fc is not changed.2
The oscillator phase offset at sensor node γi is not known,
and the assumption is that it is uniform (γi ∼ U (−π, π))
independent identically distributed (i.i.d.) random variable.
The channel from each sensor to the remote BS is denoted by
hi,k = ai,kejψi,k , where ai,k stand for the channel magnitude
and ψi,k account for the phase shift due to the distance
between the given i-th sensor and k-th BS. In the sequel,
we assume that hi,k is unknown to BSs and sensor nodes.
Therefore, the received signal at the k-th BS is given by:
rk (t) = m(t)ej2π fct
N∑
i=1
ai,kbiej(γi+ψi,k−θi) + w(t), (2)
where w(t) ∼ CN (0, σ 2w) stands for additive white Gaussian
noise (AWGN), that is assumed to be negligible. Besides,
the distance between each sensor node i and the k-th BS
is larger than distances among the sensor nodes. This along
with the assumption of line-of-sight communication, results
in ai,k = 1 across all the sensor nodes. Finally, the RSS at the
k-th BS during n-th iteration equals:






with 8i,k = γi + ψi,k − θi standing for the total phase
rotation of the received signal at k-th BS coming from the
sensor node i, whereas bi[n] denotes the magnitude of the
beamforming weight, calculated with the algorithms that we
propose in this paper.
III. ONE BIT OF FEEDBACK ALGORITHM FOR
DISTRIBUTED CARRIER SYNCHRONIZATION
By observing (3), it is clear that the RSS at the BS1 (main BS)
reaches maximum when the signals from individual sen-
sor nodes are combined in a coherent manner, i.e. when
γi + ψi,1 − θi = C; ∀i (where C is a constant) that results
in beamforming gain3 Y1[n] = Ymax = |
∑N
i=1 ai,1bi[n]|.
In order to achieve this, sensors nodes need to pre-compensate
the unknown sum of oscillator and channel phase offsets by
changing the θi during the so-called training period. In [8],
the authors propose a collaborative carrier synchronization
algorithm, that achieves this task in an iterative manner.
In initial iteration, the phases of the signals received from
the sensor nodes at the base station4 8i,1[0] = γi + ψi,1 −
θi[0] = γi + ψi,1, are distributed uniformly in [−π, π].
This comes from the observation that the oscillators run
independently and R  D. During the algorithm’s runtime,
each sensor node tracks the best value of θbest,i[n]. During
a given iteration, θbest,i[n] is modified by adding a ran-
dom phase perturbation δi[n] taken from a given probability
2The case considering simultaneous phase and frequency synchronization
with one-bit of feedback algorithm in the scenario where frequency drift
cannot be neglected has been analyzed in [10].
3Authors in [8] assume that the impact of additive noise is negligible,
which leads to: Y1[n] = R1[n]
4In [8], only one - the main base station is considered.
distribution fδ(δi). Then, all sensor nodes send training sig-
nals with the phase rotations that increment, i.e. θi[n +
1] = θbest,i[n] + δi[n] and the RSS at the BS is measured
again. Next, the BS compares R1[n + 1] with Rbest,1[n] =
maxm≤n R1[m], that is the largest RSS at the BS up to time
instant n. In other words, the BS finds out whether the last
set of perturbations 1[n] = [δ1[n], . . . , δN [n]] should be
accepted (when RSS has increased) or rejected (when RSS
has decreased). Then, the BS informs the sensor nodes about
the resulting decision by transmitting one bit of feedback over
a signaling channel, that we assume to be error-free. In other
words, the sensor nodes will update their carrier phases and
adjust them with the following recursion:
θbest,i[n+ 1] =
{
θbest,i[n]+ δi[n] if R1[n+ 1] ≥ Rbest,1[n]
θbest,i[n] otherwise
(4)




Y1[n+1] if R1[n+1] ≥ Rbest,1[n]
Ybest,1[n] otherwise,
(5)
with a similar recursion applying to Rbest,1[n].
A. COLLABORATIVE BEAMFORMING WITH
SIDELOBE CONTROL
In the sequel, we consider a more complex scenario where,
in contrast to [8], we assume that there exists one main BS
andmultiple unintended BSs, which possibly serve other sen-
sor networks located nearby. Moreover, we assume that the
sensor nodes transmit with equal power and can only change
their oscillator phase offsets. Consequently, and without loss
of generality, we can assume that bi = 1 for i = 1, . . . ,N .
Our goal is to maximize the RSS at the main BS, while
simultaneously keeping the RSS at k-th unintended BS below
some prescribed thresholds 0k , for k = 2 . . .K .
1) OPTIMIZATION PROBLEM
The optimization problem of collaborative beamforming with
sidelobe control constraints is given by:
max Y1
subject to Yk ≤ 0k , k = 2, . . . ,K , (6)
where Y1 denotes the beamforming gain at the main BS,
Yk for k = 2, . . . ,K denote the beamforming gain at the
unintended BSs, and the 0k thresholds are assumed to be
system parameters, configured to keep the interference level
at unintended BSs at acceptable levels. By moving to vector
notation, and defining vectors gk = [a1,kej(γ1+ψ1,k ), . . . ,
aN ,kej(γN+ψN ,k )]T ,w = [ejθ1 , . . . , ejθN ]T , the problem (6) can











39650 VOLUME 8, 2020
L. Berbakov et al.: Collaborative Data Transmission in Wireless Sensor Networks
with 1 denoting N × 1 vector with all elements equal to 1.
In such a way, vector w contains the beamforming weights,
which will be optimized, whereas g stands for the channel
propagation and phase offset. The definition of optimization
problem in (7) is particularly useful when the problem is
solved numerically. Finally, it is worth noting that the optimal
solution can only be achieved when the second constraint
holds with equality since, otherwise, the objective function
could always be increased by simply multiplying the vector
of weights by a scalar factor. This is consistent with our
definition of vector w.
The optimization problem (7) is clearly not convex because
the aim is to maximize a convex objective function subject
to a number of convex inequality constraints. In addition,
it can be observed that the objective function is invariant to an
arbitrary rotation of phase applied to all elements of vector w.
In order to transform the optimization problem given in (7)
into a convex optimization problem, the vector w can be




= 0, where =(·) represents the
imaginary part of the complex product. This change leads to




























with the last constraint in (8) becoming active for large
number of sensors N in the WSN (see the Appendix) and
<(·) representing the real part of the complex product. Then,


































whereM = [IN , jIN ] with IN standing for an N × N identity
matrix. It is now clear that the problem (10) is convex, since
the aim is to maximize6 a linear objective function (which
is both concave and convex, by definition), the inequal-
ity constraint functions are convex (actually quadratic), and
the equality constraint is affine. Therefore, the optimization
problem in (10) can be numerically solved by using con-
vex optimization tools. Nevertheless, to be able to solve it
5This can be enforced by adjusting the phase rotation of the carrier signal.
6By choosing one of the two phase rotations for whichwH g1 = <(wH g1),
the formulation leads to the one that results in <(wH g1) > 0.
numerically, the BS needs to have full Channel State Informa-
tion (CSI), which is not practical in wireless sensor networks
with large number of sensor nodes. This is the reason why
we propose an iterative algorithm, which is presented in the
sequel.
2) ONE BIT OF FEEDBACK ALGORITHM FOR
COLLABORATIVE BEAMFORMING WITH
SIDELOBE CONTROL (CBF-SC)
To be able to find a solution of the problem defined in (10)
in a decentralized manner, we propose an iterative algorithm
which only requires partial CSI knowledge. In particular,
it requires Signal to Noise Ratio (SNR) measurements at all
BSs along with one bit of feedback per algorithm iteration
from all of them, based on the technique proposed in [8].
The original distributed beamforming algorithm, which is
presented therein, aims to maximize the RSS at the main
BS in an iterative manner and does not consider the inter-
ference created in the directions of the unintended BSs (i.e.
the optimization problem without constraints in (6)). As dis-
cussed previously, the BS sends its decision to the sensor
nodes on whether phase perturbation should be kept or not.




1 if R1[n+ 1] ≥ Rbest,1[n]
0 otherwise,
(11)




θbest,i[n]+δi[n] if zFB,1[n+1] = 1
θbest,i[n] otherwise.
(12)
The CBF-SC algorithm is inspired by the observation that
there exists a subset of the perturbations sequence {1[n]} that
is able to simultaneously increase R1[n] at the main BS and
decrease Rk [n] for k = 2 . . .K unintended BSs.
In order to accomplish this, in addition to the main BS,
the unintended BSs also need to estimate the RSS level and
inform the sensors about this measurement with the following
message, i.e.
zFB,k [n+ 1] =
{
1 if Rk [n+ 1] < Rbest,k [n]
0 otherwise,
(13)
for k = 2 . . .K . Finally, the sensor nodes will retain the
oscillator phase perturbations only if both main and unin-
tended BSs send the positive feedback messages:
θbest,i[n+ 1] =
{
θbest,i[n]+ δi[n] if zFB,k [n+1] = 1
θbest,i[n] otherwise
(14)
for k = 1, . . . ,K . The aforementioned scheme is run until
the RSS level at the main BS saturates whereas the RSS levels
at the unintended BS remain below the previously defined 0k
thresholds, or until the algorithm reaches the allowed number
of iterations Lfinal. As can be seen, introduction of the con-
straints on maximum interference levels into the optimization
problem results in a slower rate of convergence. Based on our
VOLUME 8, 2020 39651
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simulations, we can conjecture that the convergence time of
the CBF-SC is of the same order as the simpler, original CBF
algorithm proposed and analyzed in [8], which is linear in the
number of nodes, N . The analysis of algorithm complexity in
terms of required number of iterations is left for the future
work. As we will discuss in Section V, the introduction
of constraints is very destructive in a scenario where the
direction of main α1 and unintended BSs αk ; k = 2, . . . ,K
are located nearby each other, or with a large number of
unintended BSs (K − 1). The proof of optimality of the
proposed algorithm is provided in the Appendix.
IV. COLLABORATIVE BEAMFORMING WITH
DISTRIBUTED POWER ALLOCATION
Unlike in algorithm presented in [8], in the sequel,
the assumption is that each sensor node can change the trans-
mitter power between 0 and Pmax, while it cannot change
the phase of the oscillator because of the simple sensor node
transmitter hardware [25]. This hardware constraint prevents
us from resorting to synchronization techniques that change
the oscillator phase, allowing us to only use the schemes with
sensor selection.
However, we cannot employ the sensor selection algorithm
that is presented in [23], since it requires the knowledge of full
CSI, which is not the case in this scenario. To that aim, in the
sequel, we propose an algorithm for simultaneous selection
of sensor nodes and power allocation for collaborative beam-
forming.
A. OPTIMIZATION PROBLEM FOR COLLABORATIVE
BEAMFORMING WITH DISTRIBUTED
POWER ALLOCATION
The optimization problem where the RSS at the remote BS is
maximized by using power allocation is given by:
max R
subject to Pi ≤ Pmax, i = 1, . . . ,N ,
N∑
i=1
Pi ≤ PT, (15)
with R standing for the RSS, PT accounting for the total
power which is used by all the sensor nodes in WSN and
Pmax = 2
PT
N denoting the maximum output power of the
sensor node.
When we move to vector notation, and define g =
[a1ej(γ1+ψ1), . . . , aN ej(γN+ψN )]T w = [b1 ejθ1 , . . . , bN ejθN ]T ,












wHw ≤ PT (16)
As we can see, vector w now contains the beamforming
weights, and as defined previously, g stands for the starting
phase offset of the sensor node oscillator and the effects of
channel propagation. This definition can be used to solve
the optimization problem with numerical optimization tool.
However, to be able to perform numerical optimization, it is
necessary to have full CSI, which is not available in the
present scenario. In order to find the optimal power allo-
cation, a power allocation and sensor selection algorithm is
proposed.
B. POWER ALLOCATION AND SENSOR SELECTION
ALGORITHM FOR COLLABORATIVE BEAMFORMING
In the sequel, we assume that the sensor nodes’ transmitter
oscillators have initial phase offsets distributed uniformly
γi ∼ [−π, π]. In addition, the phase shifts of the channel
are also assumed to be distributed uniformly ψi ∼ [−π, π].
Besides, as stated previously, the sensor nodes cannot change
carrier phases due to simple transmitter hardware. The beam-
forming weight arguments at all the sensor nodes can be fixed
to a given constant7 θi = θc, without loss of generality.
As a consequence, the total signal phase offset from i-th
sensor to the main BS remains to be distributed uniformly
8i ∼ [−π, π]. If transmit power at each sensor node is set
to PT /N , the resulting RSS at the main BS equals8
√
PT .
In order to increase the level of RSS at the main BS, we
propose a scheme which calculates the sensor nodes’ power
allocation in an iterative manner, as explained in the sequel:
• All sensor nodes transmit carrier signal, which is
unmodulated, with transmit powers set to equal values
Pi = PT /N = Pmax/2.
• Main BS measures the RSS level and stores the current
RSS value in the memory.
• All the sensor nodes transmit carrier signals which now
have changed transmit power which is configured as fol-
lows: Sensor nodes adjust the values of transmit power
in pairs. The first sensor of a pair sets the new transmit
power by adding random power perturbation δi, while
the second sensor sets its transmit power by subtracting
it for the same amount, therefore keeping constant the
total transmit power in the WSN.9 If newly calculated
power in any of the sensor pairs goes below 0 or above
Pmax, the previously selected power is taken in the cur-
rent algorithm iteration.
• Main BS compares newly obtained RSS value with the
old RSS value memorized in the previous iteration and
transmits one bit of feedback to the sensor nodes in a
WSN, informing them either to keep new power value
(when RSS level increases), or to reject it and set the
previously chosen power (when RSS level decreases).
7There is no change in the RSS level at the BS if equal change of phase is
added to all the sensor nodes’ oscillators.
8√PT is calculated as the expected value of the sum of complex random




9The pair of sensors is pre-configured to employ the same pseudo-random
number generator seed.
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• The proposed algorithm runs until the RSS level at the
main BS does not change significantly (RSS change is
smaller than the preconfigured threshold).
For the CBF with distributed power allocation, the conver-
gence time may also be linear in the number of nodes, N , but
we do not have sufficient analytical results to claim so. The
analysis of algorithm complexity in terms of required number
of iterations is left for the future work.
V. NUMERICAL RESULTS AND DISCUSSION
In this section, we present the results of computer simulations
with the aim of illustrating the behavior of the aforemen-
tioned CBF schemes. Here, the focus is on the analysis of
the performance loss due to communication scenario and
simple sensor node hardware constraints. Where applicable,
the numerical solutions will be employed as a benchmark.
A. COLLABORATIVE BEAMFORMING WITH
SIDELOBE CONTROL
The WSN consists of N = 100 sensor nodes uniformly
deployed across a disk of radius R. The BSs are located at
the same distances with Dk = D  R far away from the
WSN cluster. Without loss of generality, it can be assumed
that the main BS is placed at direction α1 = α main = 0◦. The
random oscillator phase perturbations used in algorithms are
selected independently for each sensor node from a uniform
distribution: δi ∼ U(− π50 ,
π
50 ). The allowed number of algo-
rithm iterations is Lfinal = 5 · 104.
FIGURE 2. Beampattern of collaborative beamforming algorithms with
and without sidelobe control mechanisms (R = 2, K = 4, α1 = 0◦,
α2 = −30◦, α3 = −25◦, α4 = 10◦, 0dB = −30 dB).
In Figure 2, we present the effect of sidelobe control
techniques on the collaborative beamforming beampattern.
As can be seen, the CBF-SC is able to reduce the RSS
levels in the directions of the unintended BSs, which are
marked with vertical dashed lines in the figure, to the levels
of 02 = . . . = 0K = −30 dB or even less. On the other
hand, in the original beampattern without sidelobe control,
the levels of RSS in those directions are substantially above.
Nevertheless, it can also be observed that the beampattern
maximum does not point to the direction of the main BS,
i.e. α main = 0◦. This can be explained by the fact that one
of the unintended BSs lays inside the mainlobe region of the
beampatternwithout sidelobe control (α2 = 10◦). In addition,
Figure 2 also shows that the beampatterns resulting from
the proposed CBF-SC scheme and numerical optimization
method are identical. This observation confirms the validity
of the proposed CBF technique. Finally, from Figure 2 we can
see that the observation from [8], that algorithm almost surely
achieves full beamforming gain at the main BS (RSS normal-
ized by the number of sensors nodesN is equal to 1), does not
hold anymore. Namely, due to constraints imposed by RSS
levels at the unintended BSs, the algorithm cannot achieve
full coherence of the individual signals at the main BS.
FIGURE 3. Mean beampattern of collaborative beamforming algorithm
with sidelobe control mechanisms (K = 2, α1 = 0◦, α2 = 10◦,
0dB = −30 dB).
Figure 3 presents the mean beampattern for different radii
R of WSN in the scenario where only one unintended BS is
located at direction α2 = 10◦. As one can expect, the large
WSN radius results in the narrow mainlobe. For R = 4,
the maximum of the mainlobe still points to the direction of
main BS. On the other hand, in the case of small WSN radius,
the beampattern maximum is moved away. Consequently,
lower RSS is achieved in the direction of the main BS.We can
observe this behavior in Figure 4 (top) where we present the
change of the average normalized RSS at the main BS as a
function of algorithm iterations. When the convergence of the
algorithm is reached, the loss of normalized RSS for theWSN
radius R = 1 equals approximately 7 dB.
It can also be observed that the speed of convergence at
which the CBF-SC attains the optimal solution is dependent
on the network diameter. Although for larger radius the reduc-
tion is smaller when compared to the case without sidelobe
constraint (dotted curve in Figure 4 (top)), for small network
radius the slope of the convergence curves is significantly
less steep. This can be explained by the observation that for
wider mainlobe it is indeed more difficult task to select those
perturbations that can simultaneously improve the RSS at the
main BSS while keeping the RSS level at the unintended
ones below the prescribed threshold. This impact can be seen
in Figure 4 (bottom) where the change of the normalized RSS
at the unintended BSs is presented. From that figure, it is clear
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FIGURE 4. Mean normalized RSS level for the main (top) and unintended
BS (bottom) as a function of the number of iterations (K = 2, α1 = 0◦,
α2 = 10◦, 0dB = −30 dB).
FIGURE 5. Mean RSS at the main BS as a function of noise variance σ2w ,
for different algorithm duration Lfinal (K = 2, N = 100, α1 = 0◦, α2 = 10◦,
0dB = −30 dB).
that the interference at the unintended BS decreases more
slowly for smaller WSN radius.
In Figure 5, we present mean RSS at the main BS as a
function of noise variance for a collection of different values
of maximum number of algorithm iterations Lfinal. As it
is expected, the observation noise at the BS may lead to
incorrect decision on whether to keep or discard the phase
perturbation, since now the measured RSS represents the sum
of beamforming gain and observation noise. Consequently,
the increase of RSS at the BS is slower, which results in lower
RSS level once the algorithm reaches last iteration Lfinal.
This behavior is in line with our previous work presented
in [27], where we analyzed the impact of observation noise
on behavior of the original one-bit of feedback algorithm
without sidelobe constraint in a scenario with simultaneous
phase synchronization and data transmission.
B. COLLABORATIVE BEAMFORMING WITH
DISTRIBUTED POWER ALLOCATION
In this section, we provide computer simulation results which
aim to present the performance of the communication scheme
that employs distributed power allocation and sensor selec-
tion. It is assumed that the number of sensors N in WSN
belongs to set 10, 100, 1000, where the sensors are located
according to uniform distribution across a disk of radius
R = 4 (where R is normalized to the wavelength). The
chosen transmit power value at each sensor is calculated in
an iterative manner by adding a random power perturbation
that follows the uniform distribution δi ∼ U(−0.05, 0.05).
FIGURE 6. Mean RSS as a function of algorithm’s iteration
(δi ∼ U(−0.05,0.05), PT = N).
Figure 6 depicts the change of the mean RSS level at the
main BS (for different number of sensor nodes N ), which is
given as a function of distributed power allocation algorithm’s
iteration. Aswe can expect, increased number of sensor nodes
results in a higher level of RSS at the main BS. In addition,
it can be noted that the RSS level saturates much faster for
smaller WSN size. This can be explained by the observation
that for small network size it turns out to be much easier to
identify the converging solution, due to the fact that there exist
small number of variables that perturb their values across
algorithm iterations.
In Figure 7, we present the mean RSS (normalized by the
number of sensorsN ) at the main BSwhich is given as a func-
tion of algorithm’s iteration. RSS normalization is performed
in order to provide a deeper look into energy efficiency of
the collaborative beamforming as a function of different size
of a WSN cluster. As we see, the smaller WSN size leads to
higher normalized RSS level of 0.56, which results in a more
energy efficient transmission. In this case, the achieved RSS
level is a function of smaller number of variables. Therefore,
it is much easier to maximize the RSS, since the probability
that the perturbation is good is higher. Conversely, if a larger
number of sensors is involved in collaborative transmission,
the RSS in the final iteration is lower, resulting in a less
energy efficient operation. It has to be noted that in the case
of completely coherent transmission considered in [8], where
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FIGURE 7. Mean normalized RSS as a function of algorithm’s iteration
(δi ∼ U(−0.05,0.05), PT = N).
FIGURE 8. Percentage of selected sensors as a function of algorithm’s
iteration (δi ∼ U(−0.05,0.05), PT = N).
the same transmit power is applied to all sensor nodes that
have their phases ideally aligned, the resulting mean RSS
(normalized to the number of sensors) equals 1.
Figure 8 presents the percentage of the nodes selected
by the algorithm (those having Pi > 0), given as a func-
tion of algorithm’s iteration. As we can see, in scenario
with small WSN networks (small N ), the algorithm selects
(allocate nonzero power level) only the sensors (68% of
all of them) that have their signals combined in close-to-
coherent way at the location of the main BS. Conversely,
for larger WSN networks, the algorithm turns out to select
larger subset of sensors (96%). This behavior results in a sum
at the main BS, which is less coherent, leading to a lower
achieved normalized RSS, as it has been shown previously
in Figure 7).
In Figure 9, we present the RSS (averaged over multiple
algorithm runs) at the main BS which is given as a function
of perturbation distribution range u, where perturbations are
distributed according to uniform distribution δi ∼ U(−u, u),
for a collection of different algorithm durations, denoted by
ending iteration index Lfinal. In the case where the algorithm
has less time to calculate the power allocation (Lfinal = 100),
we can see that it is more advisable to use larger perturbation
distribution range, which would enable the algorithm to reach
FIGURE 9. Mean RSS at the BS as a function of perturbation distribution
range - u δi ∼ U(−u,u), for different algorithm duration Lfinal (σ2w = 0,
PT = N).
FIGURE 10. Mean RSS at the BS as a function of noise variance σ2w , for
different algorithm duration Lfinal, (N = 1000, u = 0.1, PT = N).
higher RSS levels at the end. On the other hand, when the
total number of iterations is large (Lfinal = 10000), it is better
to use smaller perturbations (u ∈ [0.04, 0.1]), which would
allow finer adjustments in the calculation of transmit power,
leading to higher RSS levels.
Figure 10 depicts the mean RSS at the main BS which is
given as a function of noise variance, in the case where the
effect of noise cannot be neglected. As expected, the noise
causes erroneous decisions whether to reject or retain the
power perturbation, since it may happen that the result-
ing RSS increase due to additive noise and not due to
good power perturbation. These erroneous decisions result
in decrease of the achievable RSS level, where as expected,
larger noise results in lower final RSS levels. This behavior
is in line with the one presented in [27], where the authors
considered the effect of additive noise on the algorithm of
Mudumbai et al. [8].
Finally, in Figure 11, we present the mean beampattern
of collaborative beamforming transmission with aforemen-
tioned distributed power allocation algorithm. As we see,
the proposed communication scheme provides main lobe
which points towards the main BS, whereas at the same
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FIGURE 11. Mean normalized RSS beampattern. (N = 1000,
δi ∼ U(−0.05,0.05), PT = N , BS located at 0◦ direction).
time it wastes less power to other directions. As a conse-
quence, it causes less interference to other WSN located
nearby. It must be noted, that in the considered scenario,
the transmitters are not capable of changing their oscillator
phases (which requires transmitter to be more complex).
Consequently, the achieved RSS at the main BS turns out not
to be the maximum possible.
VI. CONCLUSION
In this work, we have proposed two different collaborative
beamforming algorithms, where each of them aims at solving
particular communication problem, and analyzed the corre-
sponding performance loss with respect to the ideal case.
First, we proposed a collaborative beamforming scheme with
sidelobe control, which reduces interference level in nearby
clusters of sensor nodes, while simultaneously maximizing
the signal level at the BS of interest. As has been shown,
the algorithm performs oscillator phase synchronization in
a distributed manner and does not require full CSI, which
makes it particularly suitable for large WSN with simple sen-
sor nodes. Next, we presented a distributed power allocation
and node selection algorithm aimed at simple sensor node
transmitters. It was shown that with such scheme, the notable
beamforming gain is achievable. In addition, when the total
number of iteration is large, it is advisable to use smaller
power perturbations. Finally, the achieved RSS levels are
smaller when the additive noise cannot be neglected, since
the noise causes the wrong decision whether to keep or reject
the power perturbations.
As a possible future work, we plan to consider the case
where number of unintended BSs grows large, where it is
unlikely that positive feedback will be received by each of
them, leading to slower convergence speed. In such scenario,
it is necessary to consider different rules for accepting the
phase perturbations. Besides, additional constraints imposed
by sensor nodes that may harvest available energy for data
transmission will be considered, as well. Finally, we aim
to perform the complexity analysis, i.e. evaluation of the
algorithm convergence time.
APPENDIX: PROOF OF THE CBF-SC ALGORITHM
SOLUTION OPTIMALITY
The original optimization problem, considered in [8], without






















fi(w∗) ≤ 0 for i = 1, . . . ,m
hi(w∗) = 0 for i = 1, . . . , p
λ∗i ≥ 0 for i = 1, . . . ,m
λ∗i fi(w
∗) = 0 for i = 1, . . . ,m (18)
For the convex optimization problem (17), these K.K.T.
conditions are given by:
ĝ1 + 23ŵ+ νg1 = 0 (19)
3 =

λ1 0 0 0 0 0 0 0
0 λ2 0 0 0 0 0 0
0 0
. . . 0 0 0 0 0
0 0 0 λN 0 0 0 0
0 0 0 0 λ1 0 0 0
0 0 0 0 0 λ2 0 0
0 0 0 0 0 0
. . . 0
0 0 0 0 0 0 0 λN

(20)




(−νg1 − ĝ1) (21)
In order to calculate the beamforming vector ŵ, we have
to invert the matrix 3, which is diagonal. The inverse of
this matrix can be found only when all the diagonal terms
3ii 6= 0, which means that all the λi are strictly positive.
In order to fulfill the last KKT condition (18) all the inequality
constraints must be satisfiedwith an equality, meaning that all
the sensors have to transmit with full power.
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The K.K.T. conditions for this convex optimization problem
are given by:
ĝ1 + 2µGk ŵ+ 23ŵ+ νg1 = 0 (23)





− 1 ≤ 0 (25)
ŵT g1 = 0 (26)
Gk = ĝk ĝTk + gkg
T
k (27)




(−νg1 − ĝ1) (28)
In order to invert the matrix B = µGk +3 it is necessary
that it has full rank, namely 2N .
Using the property rank(A + B) ≤ rank(A) + rank(B) we
conclude that, since rank(µGk ) = 2, the matrix3 could have
at most 2 zero diagonal elements, meaning that at most one
λi could be zero. In the case when two or more λi are equal
to zero, for sure the matrix B is not full rank, meaning that it
can not be inverted. Consequently, the optimal solution allow
at most one sensor to have the power less than maximum.
As a result, for WSN with large number of sensors, the solu-
tion obtained with CBF-SC scheme converges to the optimal
solution of the problem (22) which is given by (28).
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